| o
1/2” EXPANSIO
JOINT (TYP)

=
,/
&,

SIDEWALK

\

FLARE /V\/ARNNG DOMES 5

AA
1540.5% 1.0-8.3% (30"MAX RISE)
- -
= "
RAMP
LANDING CURB AND GUTTER
MIN. LANDING WIDTH = RAMP WIDTH 10% MAX (X=36"MIN)
MAX SLOPE 2% IN ANY DIRECTION 8.3% MAX (X<36”) (FOR ALTERATIONS
ONLY)— o
SECTION A—A | — |
Flare 4 mm-
WARNING DOMES 02,,SECT|ON B—B
1.6-2.4" (TYP) o
chd?ooooooooooooo ﬂ[
000000000000000 T d TRUNCATED DOMES
O000O0OOOLOLLOLOLLOLLOOO 2v MIN a BASE DIAMETER 0.9-1.4
O000O0OO0OOOLOLOLLOLOLOO a TOP DIAMETER 50-60%
N (Wp)i@oooooooooooooo d OF BASE (TYP)
6-2. 5000000000000 00 q

e RAMP WIDTH——
WARNING DOME NOTES: 1. USE CONTRASTING COLORS, RED OR BLACK ON WHITE PAVEMENT.
2. USE CAST IN PLACE PAVERS FOR NEW CONSTRUCTION.
3. RUBBER MATS ARE PERMITTED FOR RETROFITS.
4. LANDING AND RAMP WIDTH MAY BE REDUCED TO 3' WHERE SPACE
IS LIMITED AND DESIGN IS APPROVED BY THE CITY ENGINEER.
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